
Error 
Code 

Error in 
Remote 

Controller 
Error description 

0 N/A No active error 
1 E0 Phase error or error in the phase sequence 
2 E1 Communication error 
3 E2 T1 sensor error 
4 E3 T2A sensor error 
5 E4 T2B sensor error 
6 E5 T3 temperature and T4 temperature Compressor discharge temperature sensors error 
7 E6 Zero cross error detection 
8 E7 EEPROM memory error 
9 E8 Indoor fan speed out of control 
10 E9 Communication error between the main panel and the visualization panel 
11 EA Compressor’s current overload error (4 times) 
12 EB Inverter module protection 
13 EC Cooling error 
14 ED Outdoor unit fault protection 
15 EE Water level fault detection 
16 EF Other errors 
101 P0 Vaporizer temperature protection 
102 P1 Thawing or cold air protection 
103 P2 Condenser high temperatures protection 
104 P3 Compressor temperature protection 
105 P4 Evacuation duct temperature protection 
106 P5 Discharge high pressure protection 
107 P6 Discharge low pressure protection 
108 P7 Current overload or under load protection 
109 P8 Compressor’s current overload protection 
110 P9 Reserved 
111 PA Reserved 
112 PB Reserved 
113 PC Reserved 
114 PD Reserved 
115 PE Reserved 
116 PF Other protection measures 

65535 
(-1) N/A Error in the communication of MD-AC-MBS-1/4/8/32 with the AC unit 

-100 N/A License error / Indoor units not supported by current license 
-200 N/A Overconsumption error in EXY bus 

In case you detect an error code not listed, contact your nearest Midea technical support 
service. 

 CODES ERREUR -   AIRWELL



   

 

  
 

Error 
Code 

Error in 
Remote 

Controller 
Error description 

0 N/A No active error 
1 E0 Phase error or error in the phase sequence 
2 E1 Communication error 
3 E2 T1 sensor error 
4 E3 T2A sensor error 
5 E4 T2B sensor error 
6 E5 T3 temperature and T4 temperature Compressor discharge temperature sensors error 
7 E6 Zero cross error detection 
8 E7 EEPROM memory error 
9 E8 Indoor fan speed out of control 
10 E9 Communication error between the main panel and the visualization panel 
11 EA Compressor’s current overload error (4 times) 
12 EB Inverter module protection 
13 EC Cooling error 
14 ED Outdoor unit fault protection 
15 EE Water level fault detection 
16 EF Other errors 
101 P0 Vaporizer temperature protection 
102 P1 Thawing or cold air protection 
103 P2 Condenser high temperatures protection 
104 P3 Compressor temperature protection 
105 P4 Evacuation duct temperature protection 
106 P5 Discharge high pressure protection 
107 P6 Discharge low pressure protection 
108 P7 Current overload or under load protection 
109 P8 Compressor’s current overload protection 
110 P9 Reserved 
111 PA Reserved 
112 PB Reserved 
113 PC Reserved 
114 PD Reserved 
115 PE Reserved 
116 PF Other protection measures 

65535 
(-1) N/A Error in the communication of MD-AC-MBS-1/4/8/32 with the AC unit 

-100 N/A License error / Indoor units not supported by current license 
-200 N/A Overconsumption error in EXY bus 

 
 

 
 

CODES ERREUR - ALTECH

DescriptionAffichage
sur l’UI

Affichage
télécommande

filaire

F12
F1
F3
F20
F19
F4
F8
F21
F7
F6
F25
E7
F14
F11
E9
F5
F2
F23
F9
F24
F10
F16
F17
F18
F29
F30
F31
F32
F26
F35
F36
F33
F39
F40
F41
F42

15
16
18
19
-

1C
1D
1E
1F
20
21
-

25
26
28
2B
2C
2D
2E
2F
30
31
32
33
34
35
36
37
38
3A
3B
3C
3E
3F
40
41
01
02
04
07

07 clignotement
0C
0D
0E

EEPROM carte mère unité extérieure défectueuse

L’alarme s’éteint 3 fois en une heure et arrête la machine

Absence de communication entre la carte mère et le module d’alimentation

L’alarme s’éteint 3 fois en une heure et arrête la machine

L’alarme s’éteint 3 fois en une heure et arrête la machine

L’alarme s’éteint 3 fois en une heure et arrête la machine

Reset installation / erreur module d’alimentation

Absence de communication > 2min.

Capteur coupé, erreur ou mal positionné

Capteur de haute pression coupé / en erreur / excès de réfrigérant

Capteur de basse pression coupé / en erreur / manque de réfrigérant

Pression de fonctionnement trop élevée, problème échangeur, excès de réfrigérant

Pression de fonctionnement trop basse, problème échangeur, manque de réfrigérant

Erreur contrôle ampèremétrique / Erreur Compresseur / Câbles de compresseur déconnectés

Capteur coupé, erreur 

ou mal positionné

Phases non équilibrées, enroulements compresseur endommagés, module d’alimentation

Tension > 270 V ou < 187 V

Température du flux >120°. l’alarme s’éteint 3 fois en une heure et arrête la machine.

L’alarme s’éteint 3 fois en une heure et arrête l’appareil

Cartes unité intérieure ou extérieure en panne, ou mauvais branchements ( Phase/Neutre)

Bobine valve 4 voies endommagée, coupée ou non alimentée, erreur mécanique valve 4 voies

Erreur circuit Inverter

Surchauffe composant

Sonde température court-circuitée ou circuit

ouvert dans les 60 dernières secondes

Défaillance de la sonde de température ambiante

Défaillance du capteur de l’échangeur

Erreur Eeprom carte PCB de l’unité intérieure

Erreur de communication entre unités intérieure et extérieure

Communication anormale entre la télécommande filaire et l’unité intérieure

Dysfonctionnement du système d’évacuation des condensats

Anomalie de la tension d’alimentation

Dysfonctionnement du moteur ventilateur



Error 
Code 

Error in 
Remote 

Controller 
Error description 

0 N/A No active error 
1 E0 Phase error or error in the phase sequence 
2 E1 Communication error 
3 E2 T1 sensor error 
4 E3 T2A sensor error 
5 E4 T2B sensor error 
6 E5 T3 temperature and T4 temperature Compressor discharge temperature sensors error 
7 E6 Zero cross error detection 
8 E7 EEPROM memory error 
9 E8 Indoor fan speed out of control 
10 E9 Communication error between the main panel and the visualization panel 
11 EA Compressor’s current overload error (4 times) 
12 EB Inverter module protection 
13 EC Cooling error 
14 ED Outdoor unit fault protection 
15 EE Water level fault detection 
16 EF Other errors 
101 P0 Vaporizer temperature protection 
102 P1 Thawing or cold air protection 
103 P2 Condenser high temperatures protection 
104 P3 Compressor temperature protection 
105 P4 Evacuation duct temperature protection 
106 P5 Discharge high pressure protection 
107 P6 Discharge low pressure protection 
108 P7 Current overload or under load protection 
109 P8 Compressor’s current overload protection 
110 P9 Reserved 
111 PA Reserved 
112 PB Reserved 
113 PC Reserved 
114 PD Reserved 
115 PE Reserved 
116 PF Other protection measures 

65535 
(-1) N/A Error in the communication of MD-AC-MBS-1/4/8/32 with the AC unit 

-100 N/A License error / Indoor units not supported by current license 
-200 N/A Overconsumption error in EXY bus 

In case you detect an error code not listed, contact your nearest Midea technical support 
service. 

 CODES ERREUR - BOSCH



Error 
Code 

Error in 
Remote 

Controller 
Error description 

0 N/A No active error 
1 E0 Phase error or error in the phase sequence 
2 E1 Communication error 
3 E2 T1 sensor error 
4 E3 T2A sensor error 
5 E4 T2B sensor error 
6 E5 T3 temperature and T4 temperature Compressor discharge temperature sensors error 
7 E6 Zero cross error detection 
8 E7 EEPROM memory error 
9 E8 Indoor fan speed out of control 
10 E9 Communication error between the main panel and the visualization panel 
11 EA Compressor’s current overload error (4 times) 
12 EB Inverter module protection 
13 EC Cooling error 
14 ED Outdoor unit fault protection 
15 EE Water level fault detection 
16 EF Other errors 
101 P0 Vaporizer temperature protection 
102 P1 Thawing or cold air protection 
103 P2 Condenser high temperatures protection 
104 P3 Compressor temperature protection 
105 P4 Evacuation duct temperature protection 
106 P5 Discharge high pressure protection 
107 P6 Discharge low pressure protection 
108 P7 Current overload or under load protection 
109 P8 Compressor’s current overload protection 
110 P9 Reserved 
111 PA Reserved 
112 PB Reserved 
113 PC Reserved 
114 PD Reserved 
115 PE Reserved 
116 PF Other protection measures 

65535 
(-1) N/A Error in the communication of MD-AC-MBS-1/4/8/32 with the AC unit 

-100 N/A License error / Indoor units not supported by current license 
-200 N/A Overconsumption error in EXY bus 

In case you detect an error code not listed, contact your nearest Midea technical support 
service. 

 CODES ERREUR -  CARRIER



CODES ERREUR - DAIKIN



CODES ERREUR - DAIKIN



CODES ERREUR - DAIKIN



CODES ERREUR - DAIKIN



CODES ERREUR - DE DIETRICH

ERREUR

TELECOMMANDE DD
DESCRIPTION

AFFICHAGE

BAILLINDUSTRIE

49

50

51

52

53

54

55

56

57

59/91

62

161

162

165

166

168

169

170

173

177

180

193

194

195

198

200

210

211

214

215

225

227

232

246

251

31

32

33

34

35

36

37

38

39

3H/5H

3E

A1

A2

A5

A6

A8

A9

AA

AJ

H1

H4

C1

C2

C3

C6

C8

J2

J3

J6

J7

E1

E3

E8

F6

FH

Protec�on contre les défaillances du module IPM
Module hardware protec�on
Module so�ware protec�on
Compresseur non connecté
Protec�on contre les surintensités de l'entraînement  du compresseur modulaire
Défaut surtension ou faible tension
Temperature sensor of drive module heat fins failure
Drive module high temperature limit frequency  failure
Drive module high temperature shutdown protec�on
Défaut avec le moteur du ven�lateur de l'unité extérieure
Le compresseur n'a pas pu démarrer
Défaut avec le sonde de température ambiante sur l'unité intérieure N #
Défaut avec le capteur de température au milieu de l'évaporateur intérieur N #
Défaut avec le drainage sur l'unité intérieure  N #
Défaut avec le moteur du ven�lateur de l'unité  intérieure N #
Erreur du module EEPROM de l'unité intérieure.
Erreur de communica�on entre le  unité extérieure et l'unité intérieure N #
Erreur de communica�on entre le contrôleur filaire et le PCB principal du N # IDU
Fault with an�-Frozen  protec�on of indoor unit in hea�ng model
Protec�on du pressostat haute pression
Protec�on du pressostat basse pression
Défaut avec le capteur de température ambiante sur l'unité extérieure
Defros�ng temperature sensor “Tdef” failure
Défaut avec le capteur de température de décharge
Défaut avec le capteur de température d'aspira�on
Défaut avec le capteur de température au milieu Condenseur extérieure
Echec de communica�on entre l'unité intérieure et extérieur.
Err de communica�on entre le module pilote et le PCB principal de l'unité ext
Err de communica�on entre le module pilote et le PCB principal de l'unité int
Protect° matérielle du variateur du compresseur+panne avec l'unité ext EEPROM
Défaillance de la vanne à quatre voies
Température de décharge trop élevée protec�on
Refroidissement: Protect° haute température de l'unité extérieure Chauffage: Protect° haute température de l'unité intérieure

Défaut basse pression
Température de refoulement trop basse protec�on



 
CODES ERREUR - FUJITSU / GENERAL



CODES ERREUR - FUJITSU / GENERAL



CODES ERREUR - FUJITSU / GENERAL



CODES ERREUR - FUJITSU / GENERAL



CODES ERREUR - FUJITSU / GENERAL



   

 

  
 

Error 
Code 

Error in 
Remote 

Controller 
Error description 

0 N/A No active error 
1 E0 Phase error or error in the phase sequence 
2 E1 Communication error 
3 E2 T1 sensor error 
4 E3 T2A sensor error 
5 E4 T2B sensor error 
6 E5 T3 temperature and T4 temperature Compressor discharge temperature sensors error 
7 E6 Zero cross error detection 
8 E7 EEPROM memory error 
9 E8 Indoor fan speed out of control 
10 E9 Communication error between the main panel and the visualization panel 
11 EA Compressor’s current overload error (4 times) 
12 EB Inverter module protection 
13 EC Cooling error 
14 ED Outdoor unit fault protection 
15 EE Water level fault detection 
16 EF Other errors 
101 P0 Vaporizer temperature protection 
102 P1 Thawing or cold air protection 
103 P2 Condenser high temperatures protection 
104 P3 Compressor temperature protection 
105 P4 Evacuation duct temperature protection 
106 P5 Discharge high pressure protection 
107 P6 Discharge low pressure protection 
108 P7 Current overload or under load protection 
109 P8 Compressor’s current overload protection 
110 P9 Reserved 
111 PA Reserved 
112 PB Reserved 
113 PC Reserved 
114 PD Reserved 
115 PE Reserved 
116 PF Other protection measures 

65535 
(-1) N/A Error in the communication of MD-AC-MBS-1/4/8/32 with the AC unit 

-100 N/A License error / Indoor units not supported by current license 
-200 N/A Overconsumption error in EXY bus 

 
 

 
 

CODES ERREUR - GREE

Error descriptionError
Code

65
70
97
98
99
101
102
104
105
108
120
121
122
152
153
154
155
156
157
158
159
160
161
162
163
164
165
166
174
183
184
185
186
187
188
189
190
191
192
193
194
195
196
198
199
208
210
211
212
213
214
215

Wired controller temp sensor error.
Wired controller memory chip error.
Indoor evaporator temp sensor error.
Indoor air rturn temp sensor error.
Light board ambient temp sensor error.
Water overflow protection.
Flag bit of IDU memory ship error.
Jumper cap error.
Indoor fan error.
Unit needs cleaning.
Communication failure with master wired controller.
Communication failure with slave wired controller.
Communication failure with ODU.
Compressor discharge temperature protection.
Fluorine shortage protection.
DC fan motor protection.
4-way valve reverse error protection.
Over power protection.
Over load protection.
Low pressure protection.
High pressure protection.
Evaporator anti-freezing protection.
Outdoor ambient temp sensor error.
Discharge temp sensor error.
Condenser temp sensor error.
Error of copper pipe temp sensor for the outdoor heat exchanger.
Jumper cap error.
ODU memory chip error.
Drive communication failure.
AC input phase sequence protection.
Inverter compressor drive DC busbar voltage overlow protection or voltage drop off error.
Inverter compressor drive DC busbar voltage overhigh protection.
Inverter compressor drive alternate current protection (input side).
Inverter compressor drive IPM protection.
Inverter compressor drive PFC protection.
Inverter compressor startup failure.
Inverter compressor phase loss protection.
Inverter compressor drive module reset.
Inverter compressor over-current protection.
Inverter compressor power protection.
Inverter compressor drive current check circuit failure.
Inverter compressor out-of-step protection.
Compressor stalling.
Inverter compressor drive module high temperature protection.
Inverter compressor drive module temperature sensor failure.
Inverter compressor drive storage chip failure.
Inverter compressor drive charged circuit failure.
Inverter compressor drive AC input voltage abnormal protection.
Temperature sensor failure of inverter compressor drive electric box.
Inverter compressor drive AC input zero cross protection.
Temperature drift protection.
Sensor connection protection (not connected to the corresponding U phase or V phase).



   

 

  
 

Error 
Code 

Error in 
Remote 

Controller 
Error description 

0 N/A No active error 
1 E0 Phase error or error in the phase sequence 
2 E1 Communication error 
3 E2 T1 sensor error 
4 E3 T2A sensor error 
5 E4 T2B sensor error 
6 E5 T3 temperature and T4 temperature Compressor discharge temperature sensors error 
7 E6 Zero cross error detection 
8 E7 EEPROM memory error 
9 E8 Indoor fan speed out of control 
10 E9 Communication error between the main panel and the visualization panel 
11 EA Compressor’s current overload error (4 times) 
12 EB Inverter module protection 
13 EC Cooling error 
14 ED Outdoor unit fault protection 
15 EE Water level fault detection 
16 EF Other errors 
101 P0 Vaporizer temperature protection 
102 P1 Thawing or cold air protection 
103 P2 Condenser high temperatures protection 
104 P3 Compressor temperature protection 
105 P4 Evacuation duct temperature protection 
106 P5 Discharge high pressure protection 
107 P6 Discharge low pressure protection 
108 P7 Current overload or under load protection 
109 P8 Compressor’s current overload protection 
110 P9 Reserved 
111 PA Reserved 
112 PB Reserved 
113 PC Reserved 
114 PD Reserved 
115 PE Reserved 
116 PF Other protection measures 

65535 
(-1) N/A Error in the communication of MD-AC-MBS-1/4/8/32 with the AC unit 

-100 N/A License error / Indoor units not supported by current license 
-200 N/A Overconsumption error in EXY bus 

 
 

 
 

CODES ERREUR - HAIER

DescriptionAffichage
sur l’UI

Affichage
télécommande

filaire

F12
F1
F3
F20
F19
F4
F8
F21
F7
F6
F25
E7
F14
F11
E9
F5
F2
F23
F9
F24
F10
F16
F17
F18
F29
F30
F31
F32
F26
F35
F36
F33
F39
F40
F41
F42

15
16
18
19
-

1C
1D
1E
1F
20
21
-

25
26
28
2B
2C
2D
2E
2F
30
31
32
33
34
35
36
37
38
3A
3B
3C
3E
3F
40
41
01
02
04
07

07 clignotement
0C
0D
0E

EEPROM carte mère unité extérieure défectueuse

L’alarme s’éteint 3 fois en une heure et arrête la machine

Absence de communication entre la carte mère et le module d’alimentation

L’alarme s’éteint 3 fois en une heure et arrête la machine

L’alarme s’éteint 3 fois en une heure et arrête la machine

L’alarme s’éteint 3 fois en une heure et arrête la machine

Reset installation / erreur module d’alimentation

Absence de communication > 2min.

Capteur coupé, erreur ou mal positionné

Capteur de haute pression coupé / en erreur / excès de réfrigérant

Capteur de basse pression coupé / en erreur / manque de réfrigérant

Pression de fonctionnement trop élevée, problème échangeur, excès de réfrigérant

Pression de fonctionnement trop basse, problème échangeur, manque de réfrigérant

Erreur contrôle ampèremétrique / Erreur Compresseur / Câbles de compresseur déconnectés

Capteur coupé, erreur 

ou mal positionné

Phases non équilibrées, enroulements compresseur endommagés, module d’alimentation

Tension > 270 V ou < 187 V

Température du flux >120°. l’alarme s’éteint 3 fois en une heure et arrête la machine.

L’alarme s’éteint 3 fois en une heure et arrête l’appareil

Cartes unité intérieure ou extérieure en panne, ou mauvais branchements ( Phase/Neutre)

Bobine valve 4 voies endommagée, coupée ou non alimentée, erreur mécanique valve 4 voies

Erreur circuit Inverter

Surchauffe composant

Sonde température court-circuitée ou circuit

ouvert dans les 60 dernières secondes

Défaillance de la sonde de température ambiante

Défaillance du capteur de l’échangeur

Erreur Eeprom carte PCB de l’unité intérieure

Erreur de communication entre unités intérieure et extérieure

Communication anormale entre la télécommande filaire et l’unité intérieure

Dysfonctionnement du système d’évacuation des condensats

Anomalie de la tension d’alimentation

Dysfonctionnement du moteur ventilateur



 
CODES ERREUR - HITACHI



 CODES ERREUR - LG



CODES ERREUR - LG



Error 

Code 

Error in 

Remote 

Controller 

Error description 

0 N/A No active error 

1 E0 Phase error or error in the phase sequence 

2 E1 Communication error 

3 E2 T1 sensor error 

4 E3 T2A sensor error 

5 E4 T2B sensor error 

6 E5 T3 temperature and T4 temperature Compressor discharge temperature sensors error 

7 E6 Zero cross error detection 

8 E7 EEPROM memory error 

9 E8 Indoor fan speed out of control 

10 E9 Communication error between the main panel and the visualization panel 

11 EA Compressor’s current overload error (4 times) 

12 EB Inverter module protection 

13 EC Cooling error 

14 ED Outdoor unit fault protection 

15 EE Water level fault detection 

16 EF Other errors 

101 P0 Vaporizer temperature protection 

102 P1 Thawing or cold air protection 

103 P2 Condenser high temperatures protection 

104 P3 Compressor temperature protection 

105 P4 Evacuation duct temperature protection 

106 P5 Discharge high pressure protection 

107 P6 Discharge low pressure protection 

108 P7 Current overload or under load protection 

109 P8 Compressor’s current overload protection 

110 P9 Reserved 

111 PA Reserved 

112 PB Reserved 

113 PC Reserved 

114 PD Reserved 

115 PE Reserved 

116 PF Other protection measures 

65535 
(-1) 

N/A Error in the communication of MD-AC-MBS-1/4/8/32 with the AC unit 

-100 N/A License error / Indoor units not supported by current license 

-200 N/A Overconsumption error in EXY bus 

In case you detect an error code not listed, contact your nearest Midea technical support 

service. 

 CODES ERREUR -  MIDEA



 CODES ERREUR - MITSUBISHI ELECTRIC



 
CODES ERREUR - MITSUBISHI HEAVY INDUSTRIES



 
CODES ERREUR - PANASONIC



CODES ERREUR - PANASONIC



CODES ERREUR - PANASONIC



CODES ERREUR - PANASONIC



 
CODES ERREUR - SAMSUNG



CODES ERREUR - SAMSUNG



   

 

  
 

Error 
Code 

Error in 
Remote 

Controller 
Error description 

0 N/A No active error 
1 E0 Phase error or error in the phase sequence 
2 E1 Communication error 
3 E2 T1 sensor error 
4 E3 T2A sensor error 
5 E4 T2B sensor error 
6 E5 T3 temperature and T4 temperature Compressor discharge temperature sensors error 
7 E6 Zero cross error detection 
8 E7 EEPROM memory error 
9 E8 Indoor fan speed out of control 
10 E9 Communication error between the main panel and the visualization panel 
11 EA Compressor’s current overload error (4 times) 
12 EB Inverter module protection 
13 EC Cooling error 
14 ED Outdoor unit fault protection 
15 EE Water level fault detection 
16 EF Other errors 
101 P0 Vaporizer temperature protection 
102 P1 Thawing or cold air protection 
103 P2 Condenser high temperatures protection 
104 P3 Compressor temperature protection 
105 P4 Evacuation duct temperature protection 
106 P5 Discharge high pressure protection 
107 P6 Discharge low pressure protection 
108 P7 Current overload or under load protection 
109 P8 Compressor’s current overload protection 
110 P9 Reserved 
111 PA Reserved 
112 PB Reserved 
113 PC Reserved 
114 PD Reserved 
115 PE Reserved 
116 PF Other protection measures 

65535 
(-1) N/A Error in the communication of MD-AC-MBS-1/4/8/32 with the AC unit 

-100 N/A License error / Indoor units not supported by current license 
-200 N/A Overconsumption error in EXY bus 

 
 

 
 

CODES ERREUR - THERMOR

DescriptionAffichage
sur l’UI

Affichage
télécommande

filaire

F12
F1
F3
F20
F19
F4
F8
F21
F7
F6
F25
E7
F14
F11
E9
F5
F2
F23
F9
F24
F10
F16
F17
F18
F29
F30
F31
F32
F26
F35
F36
F33
F39
F40
F41
F42

15
16
18
19
-

1C
1D
1E
1F
20
21
-

25
26
28
2B
2C
2D
2E
2F
30
31
32
33
34
35
36
37
38
3A
3B
3C
3E
3F
40
41
01
02
04
07

07 clignotement
0C
0D
0E

EEPROM carte mère unité extérieure défectueuse

L’alarme s’éteint 3 fois en une heure et arrête la machine

Absence de communication entre la carte mère et le module d’alimentation

L’alarme s’éteint 3 fois en une heure et arrête la machine

L’alarme s’éteint 3 fois en une heure et arrête la machine

L’alarme s’éteint 3 fois en une heure et arrête la machine

Reset installation / erreur module d’alimentation

Absence de communication > 2min.

Capteur coupé, erreur ou mal positionné

Capteur de haute pression coupé / en erreur / excès de réfrigérant

Capteur de basse pression coupé / en erreur / manque de réfrigérant

Pression de fonctionnement trop élevée, problème échangeur, excès de réfrigérant

Pression de fonctionnement trop basse, problème échangeur, manque de réfrigérant

Erreur contrôle ampèremétrique / Erreur Compresseur / Câbles de compresseur déconnectés

Capteur coupé, erreur 

ou mal positionné

Phases non équilibrées, enroulements compresseur endommagés, module d’alimentation

Tension > 270 V ou < 187 V

Température du flux >120°. l’alarme s’éteint 3 fois en une heure et arrête la machine.

L’alarme s’éteint 3 fois en une heure et arrête l’appareil

Cartes unité intérieure ou extérieure en panne, ou mauvais branchements ( Phase/Neutre)

Bobine valve 4 voies endommagée, coupée ou non alimentée, erreur mécanique valve 4 voies

Erreur circuit Inverter

Surchauffe composant

Sonde température court-circuitée ou circuit

ouvert dans les 60 dernières secondes

Défaillance de la sonde de température ambiante

Défaillance du capteur de l’échangeur

Erreur Eeprom carte PCB de l’unité intérieure

Erreur de communication entre unités intérieure et extérieure

Communication anormale entre la télécommande filaire et l’unité intérieure

Dysfonctionnement du système d’évacuation des condensats

Anomalie de la tension d’alimentation

Dysfonctionnement du moteur ventilateur



 
CODES ERREUR - TOSHIBA



CODES ERREUR - TOSHIBA



CODES ERREUR - TOSHIBA



CODES ERREUR - TOSHIBA
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